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Het overstortventiel zorgt voor een veilige 
werking van uw cv-installatie, het wordt 
daarom ook wel een veiligheidsventiel 
genoemd. Pas wanneer andere 
onderdelen niet goed functioneren treedt 
het overstortventiel in werking. Toch is dit 
wel een belangrijk artikel om grotere 
problemen te voorkomen.  
 
Als de druk in uw installatie te hoog 
oploopt (hoger dan 3 bar) treedt het 
overstortventiel in werking en kan de 
overtollige druk ontsnappen. Dit 
voorkomt schade aan andere onderdelen 
in uw installatie. 
 

Materiaal van het 
Huis 

Hpb 57-3 

Materiaal van de 
Dop Kunststof 

Kleur van het Huis Messing 

Kleur van de Dop Rood 
Min./max. 
werktemperatuur 

-10/90 °C (piek 110 
°C) 

Max.  
werkdruk 

10 bar 

Activatie druk 3 bar 

Aansluiting 1 G 1/2" BU 

Aansluiting 2 G 1/2" BI 
Bevestigings-
methode 

24 mm Steeksleutel 

 

The pressure relief valve ensures the safe 
operation of your central heating system, 
which is why it is also referred to as a 
safety valve. Only when other parts do not 
function properly does the overflow valve 
come into operation. Nevertheless, this is 
an important part to prevent bigger 
problems. 
 
If the pressure in your installation rises 
too high (over 3 bar), the overflow valve 
will activate and the excess pressure is 
allowed to escape. This prevents damage 
to other components in your system. 
 
 

Material of the 
Body 

Hpb 57-3 

Material of the  
Cap Plastic 

Colour of the Body Brass 

Colour of the Cap Red 
Min./max. working 
temperature 

-10/90 °C (peak 120 
°C) 

Max. working 
pressure 

10 bar 

Activation 
pressure 

3 bar 

Connection 1 G 1/2" M 

Connection 2 G 1/2" F 

Fastening method 24 mm Wrench 
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NL 

1. Installeer het overstortventiel in de buurt van uw cv-ketel. 
2. Zorg ervoor dat uw installatie druk loos is voordat u begint. 
3. Breng pakkingmateriaal aan op het schroefdraad. 
4. Draai het overstortventiel vast door middel van een steeksleutel. 

Let op: Draai het overstortventiel niet te strak aan, dit kan de afdichting of het 
overstortventiel beschadigen. 

EN 

1. Install the pressure relief valve near your boiler. 
2. Make sure your system is depressurized before you start. 
3. Apply sealant to the screw thread. 
4. Tighten the pressure relief valve with a wrench. 

Note: Do not overtighten the pressure relief valve, as this may damage the seal or the 
pressure relief valve. 

 

 


